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TWO LAYERS OF REINFORCING
FIBRE GLASS MESH OVER
SURFACE OF PROTECTO TAPE
MEMBRANE (OR OTHER APPROVED)
EXTENDED DOWN EACH SIDE

MIN. DISTANCE OF 50 MM.

<~ POLYSTYRENE
~_—20MM CAVITY

—— HANDRAIL

| —50x20MM H3.1 TIMBER OR
~__ HGRADE POLYSTYRENE
__ BATTENS

. —BREATHER TYPE BUILDING
WRAP FIXED OVER FRAMING

| —PROTECTO TAPE OVER
FIXING BLOCK - 50 MM
PAST EDGES

—H3.1 TANALIZED BATTEN
TO SUIT VERTICAL BATTENS

- 50x20 MM H3.1 TIMBER OR H GRADE

POLYSTYRENE PACKERS WHERE
REQUIRED FOR FIXING.
PACKERS 100MM LONG MAX. AND
INSTALLED ON 5° SLOPE

H3.1 TANALIZED BLOCK
TO MATCH THICKNESS
OF POLYSTYRENE

PVC ANGLE WITH DRAINAGE HOLES

35

TO PROVIDE A MIN. OF 1000 MM2
PER LINEAL METER

j&\\\\w | ————PVC"U"CHANNEL
/ \ o) QOOO oll| ————WATERPROOF MEMBRANE TO
OOO OO EXTEND MIN. 150MM UP ANY
o OOOO o VERTICAL FACE AND
0500 MIN. 100MM BEHIND
50994 CLADDING SYSTEM
0056 o PLASTER
a0
NOTE: IF ROOF IS BEING USED
AS AN INTERNAL GUTTER,
N /Li - THE CLADDING MUST BE
W MIN. 100MM ABOVE
MEMBRANE SURFACE
Designed by: Checked by: Approved by: File name: Date: Scale:
S.L. D.L. B. D. PT-021.DWG | 4/08/03 1:2.50n A4

Drawing Tite:  p| ASTERED CAPPING TO PARAPETS
OR BALUSTRADES C/W HANDRAIL

Revision: Sheet:

PUTZ TECHNIK

Drawing Number:

PT-021 3 11




