RIBBON BOARD OF SOFFIT

N 7 7 7 7
m S “ 2 “
\ “ . - CONTINUOUS
m “ “ HORIZONTAL BATTEN
m (WINDOW OPENING) “ m AT SOFFIT
m “ (DOOR OPENING) m\“
m‘ “““““““ HORIZONTAL PACKERS “ m
m‘ “““““““ WHERE REQUIRED FOR m m 7
m FIXING. PACKER 100MM m m\m
m LONG MAX. AND “ “
m INSTALLED ON 5° SLOPE “ “
\ . /
\ @ . .
\ \ 7
\ . . CONTINUOUS VERTICAL
\ . . e
\ . m m\m 50 MM x 200 MM
m m . BATTENS AT 300MM
m “ m“ CENTRES MAX.
\ . .
\ \ .
\ o .
\ \ \
\ \ 7
\ \ .
\ 7 ’
N 7 7 7 7 W
./ FOUNDATION
Designed by: Checked by: | Approved by: File name: Date: Scale:
S.L. D.L. B.D. PT-032.DWG | 20/09/03 1:25 on A4

Drawing Title: - TYP|CAL BATTEN LAYOUT

ALTERNATIVE OPTION
U C I_IN I_I m O —I— Z _ _A Drawing Number: Revision: Sheet:

PT-032 2 11 7



