AIR SEAL

10

PACKER

rH3.1 TREATED

BREATHER TYPE BUILDING
WRAP TO BE CONTINUOUS
AROUND FRAMING

ALUMINIUM JOINERY

FLEXIBLE TAPE FLASHING OVER
BUILDING WRAP ALONG SILL AND

100 MM MIN. UP EACH JAMB. TAPE
TO EXTEND 50 MM ONTO FACE OF WALL

/;

40 MM THICK H3.1 TIMBER BLOCK
| SUPPLIED & INSTALLED BY BUILDER —1

PVC SILL FLASHING

\ FLEXIBLE TAPE FLASHING
OVER TIMBER BLOCK &
POLYSTYRENE SHEET

|——MS SEALANT ALONG ENTIRE
SILL FLASHING & JOINERY
INTERSECTION

VERTICAL 50x20 H3.1 TIMBER

BATTENS SUPPLIED & FITTED
BY BUILDER
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50x20MM H3.1 TIMBER OR

H GRADE POLYSTYRENE
PACKERS 100MM LONG MAX. INSTALLED

ON 5° SLOPE

»—PLASTER

20MM CAVITY
BREATHER TYPE BUILDING

POLYSTYRENE

g g WRAP FIXED OVER FRAMING
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