METAL CAPPING TO BE SIDE FIXED ONLY

~UNDERLAY TO PROVIDE SEPARATION
OF METAL CAPPING AND TIMBER
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0 © 1{[>-50x20MM H3.1 TIMBER OR
H GRADE POLYSTYRENE BATTENS

Oe POLYSTYRENE

20MM CAVITY

5O BREATHER TYPE BUILDING
6909 WRAP FIXED OVER FRAMING
09750

HORIZONTAL PACKER WHERE

500§ REQUIRED FOR FIXING.

60°5 6]l PACKER 100 MM LONG MAX. AND
Sco OJl| INSTALLED ON 5° SLOPE

0056 o #—PLASTER

S%Sélw‘ PVC ANGLE WITH DRAINAGE HOLES

© OO 9 TO PROVIDE A MIN. OF 1000 MM2
000 © PER LINEAL METER
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d—PVC "U" CHANNEL

o © [T~ WATERPROOF MEMBRANE TO EXTEND
OQ © il MIN. 150MM UP ANY VERTICAL FACE
AND MIN. 100MM BEHIND CLADDING SYSTEM

70 © o4 NOTE: IF ROOF IS BEING USED AS AN

gooo OOO INTERNAL GUTTER, THE CLADDING MUST

b OOOOOQ BE MIN. 100MM ABOVE MEMBRANE SURFACE
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"z" = VARIABLE ACCORDING TO WIND ZONE. "z" VALUE
MIN. MM
SITUATION 1: IN LOW, MEDIUM OR HIGH WIND ZONES
WHERE ROOF PITCH IS 10° OR GREATER 50
SITUATION 2: FOR ALL ROOF PITCHES IN VERY HIGH WIND ZONES
FOR ALL WIND ZONES WHERE ROOF PITCH IS LESS THAN 10° 70
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