Min

5

J

POLYSTYRENE

»—PLASTER
SECOND LAYER OF BUILDING

WRAP OVER FLASHING UPSTAND
20MM CAVITY

75 MIN

15 MIN.

/50X20MM H3.1 TIMBER OR H GRADE
POLYSTYRENE HORIZONTAL PACKERS
WHERE REQUIRED FOR FIXING.
PACKER 100MM LONG MAX. INSTALLED
ON 5° SLOPE

/ PVC ANGLE WITH DRAINAGE HOLES
TO PROVIDE A MIN. OF 1000 MM2
PER LINEAL METER

| <10 MM STOP END TO HEAD FLASHING

PVC "U" CHANNEL

p————————15° SLOPE TO

10 MIN

HEAD FLASHING

FIT AIR SEAL
AROUND ALL
SIDES OF BOX

I SEAL AND RIVET

BUILDING WRAP TURNED
INTO TRIMMED OPENING
WITH FLEXIBLE FLASHING
TAPE AT CORNERS

|~ METAL METER BOX

SEALANT OVER PEF ROD

ANGLE TO METER BOX
AND TO HEAD FLASHING

NOTE: FIX ANGLE AND SEAL TO ALL SIDES OF BOX.
AT SIDES AND BASE, PLASTER SHALL
OVERLAP ANGLE BY 10 MM MIN. CONTINUOUSLY

SEAL CLADDING AGAINST ANGLE.
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